SECTION 0821 1 
FLUSH WOOD DOORS 

PART1 GENERAL 

1.01 SECTION INCLUDES 

A. Flush wood doors; flush and flush glazed configuration; fire rated and non-rated. 

1.02 RELATED REQUIREMENTS 

A. Section 081 1 0 - Steel Doors and Frames. 

B. Section 0871 0 - Door Hardware. 

C. Section 08800 - Glazing. 

1.03 REFERENCE STANDARDS 

A. AWI/AWMAC (QSI) - Architectural Woodwork Quality Standards Illustrated; Architectural 
Woodwork Institute and Architectural Woodwork Manufacturers Association of Canada; 2005, 
8th Ed., Version 2.0. 

B. ITS (DIR) - Directory of Listed Products; Intertek Testing Services NA, Inc.; current edition. 

C. NFPA 80 - Standard for Fire Doors and Fire Windows; National Fire Protection Association; 
2007. 

D. NFPA 252 - Standard Methods of Fire Tests of Door Assemblies; National Fire Protection 
Association; 2008. 

E. UL (BMD) - Building Materials Directory; Underwriters Laboratories Inc.; current edition. 

F. UL 1 0B - Standard for Fire Tests of Door Assemblies; 2008. 

G. WDMA I.S.1-A - Architectural Wood Flush Doors; Window and Door Manufacturers Association; 
2004. 

1.04 SUBMITTALS 

A. See Section 01 300 - Administrative Requirements for submittal procedures. 

B. Product Data: Indicate door core materials and construction; veneer species, type and 
characteristics. 

C. Specimen warranty. 

D. Shop Drawings: Illustrate door opening criteria, elevations, sizes, types, swings, undercuts 
required, special blocking for hardware, factory machining criteria, factory finishing criteria, 
identify cutouts for glazing. 

E. Samples: Submit three samples of door veneer, 8 by 1 2 inch in size illustrating wood grain, 
stain color, and sheen. 

F. Manufacturer's Installation Instructions: Indicate special installation instructions. 

G. Warranty, executed in VCCS's name. 

1.05 QUALITY ASSURANCE 

A. Maintain one copy of the specified door quality standard on site for review during installation and 
finishing. 

B. Installed Fire Rated Door Assembly: Conform to NFPA 80 for fire rated class as indicated. 



FLUSH WOOD DOORS 

Rappahannock Community College Renovation 

Glenns and Warsaw, Virginia 



0821 1 - 1 
PC: 260-17712 
11/5/2009 



1 .06 DELIVERY, STORAGE, AND HANDLING 

A. Package, deliver and store doors in accordance with specified quality standard. 

B. Accept doors on site in manufacturer's packaging. Inspect for damage. 

C. Protect doors with resilient packaging. Do not store in damp or wet areas; or in areas where 
sunlight might bleach veneer. Seal top and bottom edges with tinted sealer if stored more than 
one week. Break seal on site to permit ventilation. 

1.07 WARRANTY 

A. See Section 01 780 - Closeout Submittals for additional warranty requirements. 

B. Interior Doors: Provide manufacturer's warranty for the life of the installation. 

C. Include coverage for delamination of veneer, warping beyond specified installation tolerances, 
defective materials, and telegraphing core construction. 

PART 2 PRODUCTS 

2.01 MANUFACTURERS 

A. Wood Veneer Faced Doors: 

1. Eggers Industries: www.eggersindustries.com. 

2. Haley Brothers: www.haleybros.com. 

3. Marshfield DoorSystems, Inc: www.marshfielddoors.com. 

4. Algoma Doors; Product . 

5. Substitutions: See Section 01600 - Product Requirements. 

2.02 DOORS AND PANELS 

A. All Doors: See drawings for locations and additional requirements. 

1 . Quality Level: Premium Grade with AA grade veneer, Extra Heavy Duty performance, in 
accordance with WDMA I.S.1-A. 

2. Wood Veneer Faced Doors: 5-ply unless otherwise indicated. 

B. Interior Doors: 1-3/4 inches thick unless otherwise indicated; flush construction. 

1 . Provide solid core doors at all locations. 

2. Fire Rated Doors: Tested to ratings indicated on drawings in accordance with NFPA 252, 
UL 10B, or UBC Standard 7-2-94 ("neutral pressure"); ULor WH (ITS) labeled without any 
visible seals when door is open. 

3. Wood veneer facing with factory transparent finish. 

2.03 DOOR AND PANEL CORES 

A. Non-Rated Solid Core and 20 Minute Rated Doors: Type particleboard core (PC), plies and 
faces as indicated above. 

B. Fire Rated Doors: Mineral core, Type FD, plies and faces as indicated above; with core blocking 
as required to provide adequate anchorage of hardware without through-bolting. 

2.04 DOOR FACINGS 

A. Wood Veneer Facing for Transparent Finish: Maple, veneer grade as specified by quality 
standard, plain sliced, book veneer match, running assembly match; unless otherwise indicated. 
1 . Vertical and Horizontal Edges: Same species as face veneer. 

B. Facing Adhesive: Type I - waterproof. 
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2.05 ACCESSORIES 

A. Glazing Stops: Wood, of same species as door facing, butted corners; prepared for countersink 
style tamper proof screws. 

B. Astragals for Fire Rated Double Doors: Steel, T shaped, overlapping and recessed at face 
edge, specifically for double doors. 

2.06 DOOR CONSTRUCTION 

A. Fabricate doors in accordance with door quality standard specified. 

B. Cores Constructed with stiles and rails: 

C. Factory machine doors for hardware other than surface-mounted hardware, in accordance with 
hardware requirements and dimensions. 

D. Factory fit doors for frame opening dimensions identified on shop drawings, with edge 
clearances in accordance with specified quality standard. 

1. Exception: Doors to be field finished. 

E. Provide edge clearances in accordance with AWI Quality Standards Illustrated Section 1700. 

2.07 FACTORY FINISHING - WOOD VENEER DOORS 

A. Factory finish doors in accordance with approved sample. 
PART 3 EXECUTION 

3.01 EXAMINATION 

A. Verify existing conditions before starting work. 

B. Verify that opening sizes and tolerances are acceptable. 

C. Do not install doors in frame openings that are not plumb or are out-of-tolerance for size or 
alignment. 

3.02 INSTALLATION 

A. Install doors in accordance with manufacturer's instructions and specified quality standard. 
1 . Install fire-rated doors in accordance with NFPA 80 requirements. 

B. Factory-Finished Doors: Do not field cut or trim; if fit or clearance is not correct, replace door. 

C. Use machine tools to cut or drill for hardware. 

D. Coordinate installation of doors with installation of frames and hardware. 

E. Coordinate installation of glazing. 

3.03 TOLERANCES 

A. Conform to specified quality standard for fit and clearance tolerances. 

B. Conform to specified quality standard for maximum diagonal distortion. 

3.04 ADJUSTING 

A. Adjust doors for smooth and balanced door movement. 

B. Adjust closers for full closure. 

3.05 SCHEDULE - See Drawings 
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END OF SECTION 
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